
Technical characteristics 

Operating pressure of compressed air, MPa, no more than_____________________________1,0 

Type of the connector______________________________________________________conical 

Additional thread, d1___________________________________________________see the table 

Nominal bore d, mm __________________________________________________see the table 

Length of the sleeve L, mm_____________________________________________see the table 

Mass of the sleeve, kg_________________________________________________see. the table 

 

Standard 

size of the 

sleeve 

d, mm Additional 

thread, d1 

S, mm H, mm L, (±10) 

mm 

Weight, kg 

R48  

 

 

 

 

 

 

8 

 

 

 

 

 

 

 

M18*1,5 
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25,4 

360 0,48 

R48-01 460 0,56 

R48-02 590 0,67 

R48-03 630 0,71 

R48-04 680 0,75 

R48-05 700 0,78 

R48-06 790 0,85 

R48-07 870 0,90 

R48-08 900 0,94 

R48-09 920 0,96 

R48-10 480 0,58 

R48-11 1050 1,07 

R48-12 1200 1,19 

R48-13 400 0,52 

R48-14 520 0,63 

       

R49  
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M30*2 
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41,6 

270 0,78 

R49-01 650 1,17 

R49-02 780 1,30 

R49-03 880 1,41 

R49-04 970 1,50 

R49-05 560 1,08 

R49-06 1050 1,59 

R49-07 1300 1,84 

R49-08 310 0,82 

 

 

 


